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Our top performance winches just got better! The Next Generation Samurai models are faster, 
with lower current draw and include a new external brake. Other new features include an updated 
hook, wired remote and upgraded wireless remote.   

• Wireless Remote (12v only)
• 4m Remote Handset
• Aluminium Fairlead
• Heavy Duty Battery Leads
• Isolation Switch
• Stainless Steel Mounting hardware

12v only

• External Brake.
• All Brass (no corrosion) Series Wound Motor
• Double Sealed Motor
• Sealed Waterproof Contactor
• Reinforced Plastic Contactor Cover for Added Protection
• Double Sealed Drum (Gearbox/Motor)
• Sealed 3 Stage Planetary Gears

Laser etched  
extruded aluminium 
tie bars reinforced 

with steel body.

High quality steel 
drum supports.

New heavy  
duty gloss chip  
resistant finish.

Fully sealed  
600 amp contactors.

14 500 SAMURAI
14 500lb 12v/24v Electric Winch

Standard Accessories Outstanding Features 

WIRE ROPE 
option
available

SPECIFICATION 

RATED LINE PULL: 14 500lbs (6577kg)
MOTOR: 12v : 7.2hp / 5.4kw
GEARING: 253:1
BRAKING ACTION: Automatic in the drum
DRUM SIZE Dia x L: 63 x 223mm
CABLE Dia x L: 11mm x 25m (Synth) 
(Wired version: 10.2mm x 25.5m)
DIMENSIONS: 593 x 160 x 248mm 
WEIGHT: 36kg 
(Wired version: 46kg)

TECHNICAL PERFORMANCE
Layer of Line pull

wire rope lbs (kg)

1 14500(6577)

2 11519(5224)

3 9556(4334)

4 8163(3702)

Line pull Line speed Amp draw

lbs (kg) ft/min m/min 12v 24v

0 31.16 9.5 60 50

6000 (2728) 12.46 3.8 200 140

10000 (4545) 5.57 1.7 310 190

12000 (5443) 4.92 1.5 380 230

14500 (6577) 3.28 1.0 430 260


